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SHELFUFE Shelf life Is 1 years. when stored at 23 °C and 50 % relative humidity conditions. 

Higher temperatures and/or humidity levels will reduce product shelf life. 

NB: Printing results start to deteriorate after 12 months storage. 

Ri-Dot M100 Rem PE 

PHYSlco.cHEMICAI. 

PROPERTIES f TYPICAL 

VALUES 

QUALITY 

CERTIFICATION 

DISC!AIMER 

Face thickness, Without adhesive 

Face thickness. with adhesive 

Tensile strength (machine direction) 

Elongation at break (machine direction) 

F..-e resistance on aluminium 

Dimensional stability 

(1 week@70 •con glass) 

Initial adhesion on glass (20 minutes) 

Adhesion on glass (24 hours) 

Final adhesion on glass (1 week) 

Minimum application temperature 

Service temperature 

PE coated kraft paper liner 

100µm 

120µm 

>25N/cm 

>150% 

Self-extinguishing 

0,5mm 

1N/25mm 

2N/26mm 

3N/25mm 

+10 °c 

From -40 •c to +90 °C 

140g/mZ 

ISO534-80 

ISO534-80 

ISO527 

ISO527 

ISO 3795:1989 

FTM 14 

FTM1 

FTM1 

FTM1 

ISO536 

Information on physico-chemlcal characteristics and values in this document are based ._.:>on tests we beDeve to be reliable and do not constitute a warranty. They are lntemed 

only as a source of information and are given without guarantee and do not constitute a warranty. Purchasers should independently determine, prior to use, the suitability of this 

material to their specific use. All technical data are subject to change. All Fedrigonl products are sold subject to terms and conditions of sale. For more Information, contact 

your Fedrlgonl sales representative. In case of any ambiguities or differences between the English and foreign versions of this document. the Engtish version shall be prevailing 

and leading. 
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